
* The same appearance as KDPH800, but the capacity of KDPH1000 is increased by the change 

of the screw profile. 

 

* The same appearance as KDPH1500, but the capacity of KDPH1800 is increased by the change 

of the screw profile. 

SPECIFICATIONS KDPH800 KDPH1000 REMARK 

Nominal Capacity (m3/hr) 
50 / 60Hz 

625 / 750 750 / 900  

Ultimate Pressure (Torr) 
50 / 60Hz 

0.03 / 0.01 0.03 / 0.01 Same 

Motor Power (Kw / Hp) 15 / 20 18.5 / 25 5Hp Up 

Rotation(RPM) 
50 / 60Hz 

2950 / 3550 2950 / 3550 Same 

Port Size 
Suction (A) 100 100 Same 

Discharge (A) 65 65 Same 

Cooling Water (ℓ/min.) ≥20 ≥20 Same 

Weight (Pump only) 600kg 600kg Same 

Dimension (mm) 
L x W x H 

1131 x 552 x 400 1131 x 552 x 400 Same 

SPECIFICATIONS KDPH1500 KDPH1800 REMARK 

Nominal Capacity (m3/hr) 
50 / 60Hz 

1300 / 1500 1500 / 1800  

Ultimate Pressure (Torr) 
50 / 60Hz 

0.1 / 0.05 0.1 / 0.05 Same 

Motor Power (Kw / Hp) 37 / 50 45 / 60 10Hp Up 

Rotation(RPM) 
50 / 60Hz 

1450 / 1750 1450 / 1750 Same 

Port Size 
Suction (A) 125 125 Same 

Discharge (A) 80 80 Same 

Cooling Water (ℓ/min.) ≥36 ≥40  

Weight (Pump only) 1350kg 1350kg Same 

Dimension (mm) 
L x W x H 

1513 x 635 x 529 1513 x 635 x 529 Same 


